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Technical Specifications

ANALYSER OVERALL SIZE:  86 mm High x 69 mm Wide x 58 mm Deep
MOUNTING:   Din Rail. (M36)
WEIGHT:    150 gr
GAS TYPE MEASURED:  Oxygen
MEASUREMENT RANGE:  0-25% Oxygen
REPONSE TIME T 90:  <10 seconds at 20°C
RESOLUTION:   0.01% Oxygen
SENSOR TYPE:   Ntron Oxygen Sensor, OC-33 (imperial)
SENSOR LIFE:   12 months typically
POWER REQUIREMENTS:  24 VDC +/- 10%. (Max. Load 160mA)
DISPLAY:    100 x 33 dot graphics display module.
USER INTERFACE:   4 button keypad.
COMMUNICATIONS:  RS 232 bi-directional.
ANALOGUE OUTPUT:  4-20 mA, Linearity is +/- 1%.
DIGITAL OUTPUTS OPTIONAL: 3 off Relay, Dry Contact 5 Amp rated.
DISPLAY FORMATS:  % Oxygen
TEMPERATURE RANGE:  -20°C to +50°C
ELECTROMAGNETIC    CE marked and tested to EN61000-6-4; EN61000-6-2; EN55022;
COMPATIBILITY: 




